SUBJECT INDEX 


‘ A 
Control of Conditions in Acidity Determinations on Cable Papers and a Dis- _ 
cussion of Titration Errors. Report of Committee D-9, Appendix I, 461. 
Admiralty Metal. 


Tentative Revision of Standard Specifications for Seamless Admiralty Condenser _ 
Tubes and Ferrule Stock, 1120. 


Aggregates. 
Concrete and Concrete Aggregates. Report of Committee C-9, 281. 
Tentative Definitions of the Terms Sand and Aggregate, 787. 
Tentative Specifications for Concrete Aggregates, 741. 
Tentative Specifications for Mineral Filler for Sheet Asphalt and Bituminous 
Concrete Pavements, 868. 


Alloys. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 194. 
Non-Ferrous Metals and Alloys. Report of Committee B-2, 166. 
Tentative Methods of Chemical Analysis of Aluminum and Light Aluminum — 
Alloys, 718. 
Tentative Revision of Standard Methods of Metallographic Testing of ee y 
Ferrous Metals and Alloys, 1142. 
Tentative Revision of Standard Rules Governing the Preparation of Micro-— 
graphs of Metals and Alloys, Including Recommended Practice for Photog- 
raphy as Applied to Metallography, 1145. 
Tentative Revision of Standard Specifications for Light Aluminum Casting : 
Alloys, 1119. 
Tentative Specifications for Aluminum-Base Alloy Sand Castings, 693. 
Tentative Specifications for Aluminum-Base Sand-Casting Alloys in Ingot : 
Form, 691. 
Tentative Specifications for Aluminum-Bronze Castings, 697. 
Tentative Specifications for Bronze Trolley Wire, 682. 
Tentative Specifications for Composition Brass or Ounce Metal Sand Castings, 
709. 
Tentative Specifications for Sand Castings of the Alloy: Copper 88 per cent; 
Tin 8 per cent; Zinc 4 per cent, 701. 
Tentative Specifications for Steam or Valve Bronze Sand Castings, 705. 
The Fluidity of White-Metal Bearing Alloys, by E. R. Darby. Report of 
Committee B-2, Appendix III, 186. 
The Properties of High-Strength Aluminum Casting Alloys. Report of Com- — 
mittee B-2, Appendix II, 182. 
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Alloy Steel. 

Solutions for Carbides, etc., in Alloy Steels, by E. C. Cenitiadit Report of 
Committee E-4, Appendix, 569. 

Tentative Revision of Standard Specifications for Carbon-Steel and ae 
Forgings, 1106. 

Tentative Revision of Standard Specifications for Quenched-and- ee 
Alloy-Steel Axles, Shafts and Other Forgings for Locomotives and Cars, 1107. 


Aluminum. 

Tentative Methods of Chemical Analysis of Aluminum and Light Aluminum 
Alloys, 718. 

Tentative Revision of Standard Specifications for Light Aluminum Casting 
Alloys, 1119. 

Tentative Specifications for Aluminum-Base Alloy Sand Castings, 693. 

Tentative Specifications for Aluminum-Base Sand-Casting Alloys in Ingot Form, 
691. 

Tentative Specifications for Aluminum Bronze Castings, 697. 

Tentative Specifications for Aluminum Ingots for Remelting, 713. 

a Tentative Specifications for Aluminum Sheet, 715. 

- } | The Properties of High-Strength Aluminum Casting Alloys. Report of Com- 


a 4 mittee B-2, Appendix II, 182. 
Address. 


: a The Importance of Little Things in the Standardization of Methods of Testing. 
ss Annual Address by the President, W. H. Fulweiler, 39. 
aw Annual Meeting. 
: Summary of the Proceedings of the Twenty-ninth Annual Meeting, 13. 
Asbestos. 
: Tentative Specifications for Asphalt-Saturated Asbestos Felt for Use in Con- 
Ns structing Built-Up Roofs, 972. 


Asphalt 
*: 4 Report of Section on Asphalt Content. Report of Committee D-4, Appendix 
II, 406. 
Results of cooperative tests on determination of residue of specified penetra- 
tion, 407. 
; Tentative Method of Test for Specific Gravity of Asphalts and Tar Pitches 
a. Sufficiently Solid to be Handled in Fragments, 872. 

#) Tentative Method of Test for Specific Gravity of Road Oils, Road Tars, Asphalt 
Cements and Soft Tar Pitches, 869. 

Tentative Methods of Testing Asphalt Roll-Roofing Surfaced with Fine or 
Granular Talc, Slate-Surfaced Asphalt Roll-Roofing and Slate-Surfaced 
Asphalt Shingles, 992. 

Tentative Specifications for Asphalt Cement, 40 to 50 Penetration, for Use in 
Sheet Asphalt and Asphaltic-Concrete Pavements and as Filler for Brick and 
Block Pavements, 860. 

Tentative Specifications for Asphalt Cement, 50 to 60 Penetration, for Use in 
Sheet Asphalt and Asphaltic-Concrete Pavements and as Filler for Block 
Pavements, 862. 

Tentative Specifications for Asphalt Cement, 60 to 70 Penetration, for Use in 

Sheet Asphalt, Asphaltic Concrete, and Asphalt-Macadam sees and 

as Filler for Block Pavements, 864. —- “Tech 
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Asphalt (Continued): 


Tentative Specifications for Asphalt Filler for Brick Pavements (Blown Type), 
866. 

Tentative Specifications for Asphalt Roll-Roofing Surfaced with Granular Talc, 
957. 

Tentative Specifications for Asphalt Roll-Roofing Surfaced with Powdered Talc, 
948. 

Tentative Specifications for Asphalt-Saturated Asbestos Felt for Use in Con- 
structing Built-Up Roofs, 972. 

Tentative Specifications for Asphalt-Saturated Roofing Felt for Use in Water- 
proofing and in Constructing Built-Up Roofs, 966. 

Tentative Specifications for Heavy Weight Slate-Surfaced Asphalt Roll- Roofing 
and Heavy Weight Slate-Surfaced Asphalt Shingles, 961. 

Tentative Specifications for Mineral Filler for Sheet Asphalt and Bituminous 
Concrete Pavements, 868. 

Tentative Specifications for Slate-Surfaced Asphalt Roll-Roofing and Slate- 
Surfaced Asphalt Shingles, 952. 


Axles 
Tentative Revision of Standard Specifications for Carbon-Steel Car and Tender ; | 
Axles, 1107. 
Tentative Revision of Standard Specifications for Quenched-and-Tempered 
Alloy-Steel Axles, Shafts and Other Forgings for Locomotives and Cars, 1107. 
Tentative Revision of Standard Specifications for Quenched-and-Tempered : 
Carbon-Steel Axles, Shafts and Other Forgings for Locomotives and Cars, 
1106. 


Tentative Revision of Standard Specifications for Carbon-Steel Bars for Railway 
Springs, 1103. 

Tentative Revision of Standard Specifications for Carbon-Steel Bars for Rail- _ 
way Springs with Special Silicon Requirements, 1104. 

Tentative Revision of Standard Specifications for Carbon-Steel Bars for Vehicle 
and Automobile Springs, 1104. 

Tentative Revision of Standard Specifications for Chrome-Vanadium-Steel Bars 
for Automobile and Railway Springs, 1105. -~ 

Tentative Revision of Standard Specifications for Commercial Bar Steels, 1110. 

Tentative Revision of Standard Specifications for Electrolytic Copper Wire 
Bars, Cakes, Slabs, Billets, Ingots, and Ingot Bars, 1116. 

Tentative Revision of Standard Specifications for Lake Copper Wire Bars, 
Cakes, Slabs, Billets, Ingots, and Ingot Bars, 1113. 

Tentative Revision of Standard Specifications for Merchant Bar Iron, 1112. 

Tentative Revision of Standard Specifications for Silico-Manganese-Steel Bars 
for Automobile and Railway Springs, 1104. 

Tentative Revision of Standard Specifications for Staybolt, Engine-Bolt and ma 
Extra-Refined Wrought-Iron Bars, 1111. 

Tentative Specifications for Commercial Cold- Finished Bar Steels and Cold- 
Finished Shafting, 656. 

Tentative Specifications for Commercial Hot-Rolled Bar Steels, 652. 
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Beams. 

Tentative Specifications for Structural Joist, Planks, Beams, Stringers and 

Posts, 906. 
Bearings. 
Fluidity Tests of White-Métal Bearing Alloys, by E. R. Darby. Report of 
Committee B-2, Appendix III, 186. 
Belting. 
Performance tests for rubber belting, 472. 
Bituminous Materials. 

Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 
429. 

Tentative Method of Test for Distillation of Bituminous Materials Suitable for 
Road Treatment, 881. 

Tentative Method of Test for Ductility of Bituminous Materials, 886. Le 

Tentative Method of Test for Residue of Specified Penetration, 889. ar] 

Tentative Method of Test for Specific Gravity of Asphalts and Tar Pitches 
Sufficiently Solid to be Handled in Fragments, 872. 

Tentative Method of Test for Specific Gravity of Road Oils, Road Tars, Asphalt 
Cements and Soft Tar Pitches, 869. 

Tentative Method of Test for Steam Distillation of Bituminous Protective 
Coatings, 998. 

d Tentative Method of Test for the Determination of Bitumen, 876. 
‘Tentative Method of Test for the Determination of Proportion of Bitumen 
Soluble in Carbon Tetrachloride, 879. 

Tentative Methods of Testing Asphalt Roll-Roofing Surfaced with Fine or 
Granular Talc, Slate-Surfaced Asphalt Roll-Roofing and Slate-Surfaced 
Asphalt Shingles, 992. 

Tentative Methods of Testing Bituminous Emulsions, 894. 

Tentative Methods of Testing Felted and Woven Fabrics Saturated with 

7 Bituminous Substances for Use in Waterproofing and Roofing, 983. 
7 Tentative Revision of Standard Method of Test for Distillation of Bituminous 


Materials Suitable for Road Treatment, 1130. 
- Tentative Specifications for Asphalt Cement, 40 to 50 Penetration, for Use in 
- Sheet Asphalt and Asphaltic-Concrete Pavements and as Filler for Brick and 
Block Pavements, 860. 
, Tentative Specifications for Asphalt Cement, 50 to 60 Penetration, for Use i in 
; Sheet Asphalt and Asphaltic-Concrete Pavements and as Filler for Block 
Pavements, 862. 
5 Tentative Specifications for Asphalt Cement, 60 to 70 Penetration, for Use in 
. ‘ Sheet Asphalt, Asphalt Concrete, and Asphalt-Macadam Pavements and as 
nl Filler for Block Pavements, 864. 
. Tentative Specifications for Asphalt Filler for Brick Pavements (Blown Type), 
866. 
Tentative Specifications for Asphalt Roll-Roofing Surfaced with Granular Talc, 
957. 
Tentative Specifications for Asphalt Roll-Roofing Surfaced with Powdered Talc, 
948. 
Tentative Specifications for Asphalt-Saturated Asbestos Felt for Use in Con- 
structing Built-Up Roofs, 972. 
Tentative Specifications for Asphalt-Saturated Roofing Felt for Use in Water- 
proofing and in Constructing Built-Up Roofs, 966. 
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Bituminous Materials (Continued): 


Tentative Specifications for Coal-Tar Saturated Roofing Felt for Use in 
Waterpoofing and in Constructing Built-Up Roofs, 969. an 

. Tentative Specifications for Heavy Weight Slate-Surfaced Asphalt Roll-Roofing ae 


and Heavy Weight Slate-Surfaced Asphalt Shingles, 961. 

Tentative Specifications for High-Bitumen Coal-Tar Pitch for Use in Construct- _ 
ing Built-Up Roofs Surfaced with Slag or Gravel, 977. 

Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Construct- " : 
ing Built-Up Roofs Surfaced with Slag or Gravel, 975. 

Tentative Specifications for Mineral Filler for Sheet Asphalt and Bituminous — 
Concrete Pavements, 868. 

Tentative Specifications for Slate-Surfaced Asphalt Roll-Roofing and Slate- 
Surfaced Asphalt Shingles, 952. 

Boilers. 

Tentative Revision of Standard Specifications for Boiler and Firebox Steel for 7 
Stationary Service, 1110. 

Tentative Revision of Standard Specifications for Lap-Welded and Seamless 
Steel and Lap-Welded Iron Boiler Tubes, 1111. 

Brass. 

Tentative Revision of Standard Methods of Chemical Analysis of Brass Ingots — 
and Sand Castings, 1120. 

Tentative Revision of Standard Specifications for High Sheet Brass, 1120. 

Tentative Revision of Standard Specifications for Naval Brass Rods for Struc- _ 
tural Purposes, 1120. 

Tentative Specifications for Composition Brass or Ounce Metal Sand Castings, 


Brick. 
Brick. Report of Committee C-3, 224. SS 


Proposed Specifications for Clay Firebrick for Malleable Furnaces with Remov- 
able Bungs and for Annealing Ovens. Report of Committee C-8, Appendix I, 
249. 

A Study of the Spalling Test for Fire Clay Brick, by M. C. Booze. Report of : 
Committee C-8, Appendix V, 277. : 

Tentative Method of Test for Resistance of Fire-Clay Brick to Spalling Action, © 
784. 

Tentative Revision of Standard Specifications for Paving Brick, 1125. 

Bronze. 

Tentative Revision of Standard Methods of Chemical Analysis of Bronze 
Bearing Metal, 1120. 

Tentative Revision of Standard Specifications for High-Strength Bronze Trolley 
Wire, Round and Grooved: 40 and 65-per-cent Conductivity, 1119. 7 

Tentative Specifications for Aluminum Bronze Castings, 697. 

Tentative Specifications for Bronze Trolley Wire, 682. 

Tentative Specifications for Steam or Valve Bronze Sand Castings, 705. | 


Tentative Method of Test for Burning Quality of Long-Time Desning Oil for 
Railway Use, 840. 
Tentative Method of Test for Burning Quality of Mineral Colza Oil, 844. 
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Cable. 

Tentative Revision of Standard Specifications for Bare Concentric-Lay Copper 
Cable: Hard, Medium-Hard, or Soft, 1118. 

Calibration Bar. 

Tentative Method of Verification of Testing Machines by Means of an Elastic 
Calibration Bar, 1086. 


Case Hardening. 
Tentative Revision of Recommended Practice for Heat Treatment of Case- 
Hardened Carbon-Steel Objects, 1113. 


Castings. 

Tentative Recommended Practice for Radiographic Testing of Metal Castings, 
1093. 

Tentative Revision of Standard Methods of Chemical Analysis of Brass Ingots 
and Sand Castings, 1120. 

Tentative Revision of Standard Specifications for Light Aluminum Casting 
Alloys, 1119. 

Tentative Revision of Standard Specifications for Malleable Castings, 1112. 

Tentative Specifications for Aluminum-Base Alloy Sand Castings, 693. 

Tentative Specifications for Aluminum-Base Sand-Casting Alloys in Ingot 
Form, 691. 

Tentative Specifications for Aluminum Bronze Castings, 697. 

Tentative Specifications for Carbon-Steel Castings for Valves, Flanges and 
Fittings for High-Temperature Service, 637. 

Tentative Specifications for Composition Brass or Ounce Metal Sand Castings, 
709. 

Tentative Specifications for Sand Castings of the Alloy: Copper 88 per cent; 
Tin 8 per cent; Zinc 4 per cent, 701. 

Tentative Specifications for Steam or Valve Bronze Sand Castings, 705. 

The Properties of High-Strength Aluminum Casting Alloys. Report of Com- 
mittee B-2, Appendix II, 182. 

Cement. 

ad be Cementitious Materials. Report of Sub-Committee, Committee E-8, 610. 

PeCté‘éié ‘Sl q Cement. Report of Committee C-1, 199. Addendum, 218. Discussion, 220. 

Report of Special Sub-Committee on Survey of Tension Tests of Portland 

Cement for 1925. Report of Committee C-1, Appendix, 205. 

Tentative Method of Test for Consistency of Portland-Cement Concrete, 874. 

Tentative Revision of Standard Specifications and Tests for Portland Cement, 
1124. 

Tentative Specifications for Keene’s Cement, 749. Wy 


Chrome Green. 
Tentative Specifications for Pure Chrome Green, 800. _ 


Tentative Specifications for Reduced Chrome Green, 802. 

Chrome Yellow. 

Tentative Specifications for Chrome Yellow, 798. ; 

Clay. 

Tentative Method of Test for Resistance of Fire-Clay Brick to Spalling Action, 
784. 

Tentative Methods of Testing Electrical Porcelain, 1010. i oe. 
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Clay (Continued): 
Tentative Revision of Standard Definitions for Clay Refractories, 1128. : 
Tentative Specifications and Tests for Hollow Burned-Clay Fireproofing, Par- — 

ae tition and Furring Tile, 751. 

- Tentative Specifications and Tests for Hollow Burned-Clay Floor Tile, 756. 

Coal. 
Coal and Coke. Report of Committee D-5, 412. 
Standard Sizes. Report of Sub-Committee IV, Committee D-5, 421. 


Tentative Definitions of Terms Relating to Coal and Coke, 903. 
Tentative Method of Test for Fineness of Powdered Coal, 898. 


of Coal, 1132. 


Coal-Tar, 
Coke. 

Coal and Coke. Report of Committee D-5, 412. 

Tentative Definitions of Terms Relating to Coal and Coke, 903. | 
Tentative Revision of Standard Methods of Laboratory Sampling and Analysis — 
of Coke, 1131. = 
Color. 
Spectrophotometric analysis of color of paints, 347. 


Tentative Method of Test for Burning Quality of Mineral Colza Oil, 844. 
Concrete. 


Concrete and Concrete Aggregates. Report of Committee C-9, 281. 

Research and Reinforced Concrete as an Engineering Material. Edgar Mar- 
burg Lecture, by Arthur N. Talbot, 50. ‘ ' 

Tentative Method of Test for Consistency of Portland-Cement Concrete, 874. 

Tentative Revision of Standard Specifications for Cement-Concrete Sewer Pipe, 
1124. 

Tentative Specifications for Asphalt Cement, 40 to 50 Penetration, for Use in 
Sheet Asphalt and Asphaltic-Concrete Pavements and as Filler for Brick —— 
and Block Pavements, 860. y 

Tentative Specifications for Asphalt Cement, 50 to 60 Penetration, for Use in 
Sheet Asphalt and Asphaltic-Concrete Pavements and as Filler for Block nd 
Pavements, 862. 

Tentative Specifications for Asphalt Cement, 60 to 70 Penetration, for Use in 
Sheet Asphalt, Asphaltic Concrete, and Asphalt-Macadam Pavements and 
as Filler for Block Pavements, 864. 

Tentative Specifications for Concrete Aggregates, 741. 

Tentative Specifications for Mineral Filler for Sheet Aaghalt and Bituminous 
Concrete Pavements, 868. 

Condenser Tubes. 

Tentative Revision of Standard Specifications for Seamless Admiralty Con- 

denser Tubes and Ferrule Stock, 1120. 
Consistency. 

Consistency, Plasticity, etc. Report of Sub-Committee, Committee E-1, 516. 

Tentative Method of Test for Consistency of Portland-Cement Concrete, 874. 

Tentative Method of Test for Penetration of Greases, 834. 
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Copper Wire. Report of Committee B-1, 161. 

Industrial Survey of Conditions Surrounding Refractory Service in the Copper 
_-_Industry. Report of Committee C-8, Appendix II, 253. 

.* Tentative Revision of Standard Specifications for Bare Concentric-Lay Copper 

: Cable: Hard, Medium-Hard, or Soft, 1118. 

Tentative Revision of Standard Specifications for Electrolytic Copper Wire 
Bars, Cakes, Slabs, Billets, Ingots, and Ingot Bars, 1116. 

Tentative Revision of Standard Specifications for Hard-Drawn Copper Wire, 
1117. 

Tentative Revision of Standard Specifications for Lake Copper Wire Bars, 
Cakes, Slabs, Billets, Ingots, and Ingot Bars, 1113. 


y Tentative Revision of Standard Specifications for Medium Hard-Drawn Copper 
Wire, 1117. 

5 Tentative Revision of Standard Specifications for Round and Grooved Hard- 
. Drawn Copper Trolley Wire, 1118. 


Tentative Revision of Standard Specifications for Soft or Annealed Copper 
Wire, 1118. 
Tentative Specifications for Sand Castings of the Alloy: Copper 88 per cent; 


‘ Tin 8 per cent; Zinc 4 per cent, 701. 
Tentative Specifications for Soft Rectangular Copper Wire, 687. a 
Corrosion. 
Corrosion of Iron and Steel. Report of Committee A-5, 124. —_ 


Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 194. 
Inspection of the Fort Sheridan, Pittsburgh and Annapolis Tests. Report of 
Sub-Committee III, Committee A-5, 126. 
Laboratory Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. Report 
of Committee D-14, Appendix, 492. 
—_ Screen Wire Cloth. Report of Committee D-14, 487. 
Total Immersion Tests. Report of Sub-Committee V, Committee A-5, 129. 


Cotton. 
a Tentative Specifications for Tolerances and Test Methods for Electrical Silk and 
Cotton Tapes, 1077. 
Tentative Method of Test for Distillation of Creosote Oil, 943. S| 
Tentative Revision of Standard Methods of Sampling and Analysis of Creosote 
Oil, 1136. 
Damp-Proofing. 
See Waterproofing. 


Definitions of Terms. 

-_ Cementitious Materials. Report of Sub-Committee, Committee E-8, 610. 
q Nomenclature and Definitions. Report of Committee E-8, 595. 

Tentative Definition of the Term Metallography, 1092. 

7 Tentative Definition of the Term Screen (Sieve), 1091. 

- f Tentative Definition of the Term Slate, 1001. 

4 Tentative Definitions of Terms Relating to Coal and Coke, 903. 

: Tentative Definitions of Terms Relating to Specific Gravity, 1089. 
Tentative Definitions of Terms Relating to Textile Materials, 1080. _ 
Tentative Definitions of Terms Relating to the Gypsum Industry, 786. 
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Definitions of Terms (Continued): _ 
Tentative Definitions of the Terms Sand and Aggregate, 787. er 
Tentative Revision of Standard Definitions for Clay Refractories, 1128. 
Tentative Revision of Standard Definitions of Terms Relating to Metallography, 
1145. 

Tentative Revision of Standard Definitions of Terms Relating to Paint Speci- 
fications, 1141. 

Tentative Revision of Standard Definitions of Terms Relating to the Gypsum 
Industry, 1128. 

Tentative Revision of Standard Definitions of Terms Relating to Wrought- Iron 
Specifications, 1112. 

Dielectric Strength. 

Tentative Methods of Testing Electrical Insulating Oils, 1021. 

Tentative Methods of Testing Electrical Porcelain, 1010. 

Tentative Methods of Testing Insulating Varnishes, 1002. 

Tentative Methods of Testing Sheet and Tape Insulating Materials for Dielectric 
Strength, 1029, 

Distillation. 

Report of Section on Distillation. Report of Committee D-4, Appendix I, 397. 

Tentative Method of Test for Distillation of Bituminous Materials Suitable for 
Road Treatment, 881. 

Tentative Method of Test for Distillation of Creosote Oil, 943. 

Tentative Method of Test for Distillation of Gasoline, Naphtha, Kerosine, and 
Similar Petroleum Products, 816. 

Tentative Method of Test for Steam Distillation of Bituminous Protective Coat- 
ings, 998. 

Tentative Methods of Testing Bituminous Emulsions, 894. 

Tentative Revision of Standard Method of Test for Distillation of Bituminous 
Materials Suitable for Road Treatment, 1130. 

Volatility. Report of Sub-Committee, Committee E-1, 512. 

Douglas Fir. 
See Timber. 


See Tile. 


Ductility. 


Edgar Marburg Lecture. 
Proceedings of the Fifth Session: Edgar Marburg Lecture, 47. 
Research and Reinforced Concrete as an Engineering Material. Edgar Mar- 
burg Lecture, by Arthur N. Talbot, 50. . 
Elasticity. 
Tentative Method of Test for Elasticity or Toughness of oo by Means of 
Addition of Linseed Oil, 814. 
Electrical Heating. 
Metallic Materials for Electrical Heating. Report of Committee B-4, 196. 
Tentative Method of Test for Resistivity of Metallic Materials for Electrical 
Heating, 738. 


P 
Tentative Method of Test for Ductility of Bituminous Materials, 886. i. : 


od 
Emulsification. 2 
Results of comparative work on demulsibility tests, 371. 
Tentative Methods of Testing Bituminous Emulsions, 894. 
Turbine Oils. Report of Sub-Committee XI, Committee 
Evaporation. 
Volatility. Report of Sub-Committee, Committee E-1, 512. 
Executive Committee. 
Annual Report of the Executive Committee, 67. 
Fabrics. 
Conversion table of linear yard weight to square yard weight of fabric, 1082. 
Tentative Methods of Testing Felted and Woven Fabrics Saturated with 
Bituminous Substances for Use in Waterproofing and Roofing, 983. 


Felt. 
Tentative Methods of Testing Felted and Woven Fabrics Saturated with 
Bituminous Substances for Use in Waterproofing and Roofing, 983. 
Tentative Specifications for Asphalt-Saturated Asbestos Felt for Use in Con- 
structing Built-Up Roofs, 972. 
Tentative Specifications for Asphalt-Saturated Roofing Felt for Use in Water- 
proofing and in Constructing Built-Up Roofs, 966. 
Tentative Specifications for Coal-Tar Saturated Roofing Felt for Use in Water- 
: proofing and in Constructing Built-Up Roofs, 969. 
: Tentative Specifications for Asphalt Cement, 40 to 50 Penetration, for Use in 
Sheet Asphalt and Asphaltic-Concrete Pavements and as Filler for Brick and 
Block Pavements, 860. 

Tentative Specifications for Asphalt Cement, 50 to 60 Penetration, for Use in 
Sheet Asphalt and Asphalt-Concrete Pavements and as Filler for Block 
Pavements, 862. 

Tentative Specifications for Asphalt Cement, 60 to 70 Penetration, for Use in 
Sheet Asphalt, Asphaltic Concrete, and Asphalt-Macadam Pavements and 
as Filler for Block Pavements, 864. 

Tentative Specifications for Asphalt Filler for Brick Pavements (Blown Type), 
866. 

Tentative Specifications for Mineral Filler for Sheet Asphalt and Bituminous 
Concrete Pavements, 868. 

Firebrick. 
Proposed Specifications for Clay Firebrick for Malleable Furnaces with Remov- 
able Bungs and for Annealing Ovens. Report of Committee C-8, Appendix 
I, 249. 

A Study of the Spalling Test for Fire Clay Brick, by M. C. Booze. Report of 

Committee C-8, Appendix V, 277. 
@ Fireproofing. 

Tentative Specifications and Tests for Hollow Burned-Clay Fireproofing, Par- 

tition and Furring Tile, 751. 

Fireproofing. Report of Committee C-5, 226. 

Fire Tests of Materials and Construction. Report of the Sectional Committee, 
228. 

Tentative Specifications for Fire Tests of Building Construction and Materials, 
761. 
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Foots. 
Tentative Specifications for Raw Linseed Oil, 788. 
Forgings. 
Tentative Revision of Standard Specifications for Carbon-Steel and Alloy-Steel © 
4, Forgings, 1106. 
7 Tentative Revision of Standard Specifications for Carbon-Steel Car and Tender 
Axles, 1107. 
c Tentative Revision of Standard Specifications for Carbon-Steel Forgings for 
Locomotives, 1106. 
Tentative Revision of Standard Specifications for Quenched-and-Tempered 
Alloy-Steel Axles, Shafts and Other Forgings for Locomotives and Cars, 1107. 
Tentative Revision of Standard Specifications for Quenched-and-Tempered © 
} Carbon-Steel Axles, Shafts and Other Forgings for Locomotives and Cars, © 


1106. 
Tentative Specifications for Forged or Rolled Steel Pipe Flanges for High- Ef ; 
Temperature Service, 642. ‘ 
‘Free Acid. 


Tentative Method of Test for Neutralization Number of Petroleum a 
and Lubricants, 852. 
‘Free Alkali. 
Tentative Method of Test for Neutralization Number of Petroleum Products — 
and Lubricants, 852. 


Fuel Oil. 
Tentative Method of Test for Thermal Value of Fuel Oil, 855. 
G 
Galvanizing. 


Specifications for Zinc-Coated Products. Report of Sub-Committee VI, Com- © 
mittee A-5, 143. 

Tentative Specifications for the Coating on Zinc-Coated (Galvanized) Wire, 664. 

Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Telephone _ 
and Telegraph Line Wire, 667. 

Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Tie Wires, — 
672. 

Gasoline. 

Tentative Method of Test for Distillation of Gasoline, Naphtha, Kerosine, and 

Similar Petroleum Products, 816. 


Girder Rails. 


See Rails. 
Gravel. 

Tentative Specifications for Concrete Aggregates, 741. 
Grease. 


Grease. Report of Sub-Committee IV, Committee D-2, 366. 
Tentative Method of Analysis of Grease, 825. 


Tentative Method of Test for Penetration of Greases, 834. _ _ 
Gypsum. 
Gypsum. Report of Committee C-11, 292. 


Notes on the Chemical and Microscopic Determination of Gypsum and Anhy- | 7 7 
drite, by H. F. Gardner. — of Committee C-11, Appendix, 296. Dis- 
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Gypsum (Continued): 

Tentative Definitions of Terms Relating to the Gypsum Industry, 786. 

Tentative Revision of Standard Definitions of Terms Relating to the Gypsum 
Industry, 1128. 

Tentative Revision of Standard Methods of Testing Gypsum and Gypsum 
Products, 1126. 

Tentative Revison of Standard Specifications for Gypsum Partition Tile or 
Block, 1125. 

Tentative Revision of Standard Specifications for Gypsum Plasters, 1124. 

Tentative Specifications for Gypsum Molding Plaster, 745. 

Tentative Specifications for Gypsum Pottery Plaster, 747. 

Tentative Specifications for Keene’s Cement, 749. 


H 
_ Hardness Testing. 
Bibliography of scratch-hardness methods as applied to metals, 578. 
Micro-Hardness. Report of Sub-Committee V, Committee E-4, 572. 
Heat Treatment. 
Tentative Revision of Recommended Practice for Heat Treatment of Case- 
Hardened Carbon-Steel Objects, 1113. 
_ High-Temperature. 
Dimensions and weights for pipe for 250, 400, 600, 900 and 1350 Ib., standards 
for high temperatures, Specifications for Lap-Welded and Seamless Steel 
Pipe for High-Temperature Service, 649. 
Tentative Specifications for Carbon-Steel Castings for Valves, Flanges and 
Fittings for High-Temperature Service, 637. 
Tentative Specifications for Forged or Rolled Steel Pipe Flanges for High- 
Temperature Service, 642. 
Tentative Specifications for Lap-Welded and Seamless Steel Pipe for High- 
Temperature Service, 646. 
Hollow Tile. 
See Tile. 
Hydrated Lime. 
See Lime. 
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Illuminating Oils. 
Tentative Method of Test for Burning Quality of Long-Time Burning Oil for 
Railway Use, 840. 
Tentative Method of Test for Burning Quality of Mineral Colza Oil, 844. 
Tentative Method of Test for Sulfur in Naphthas and Illuminating Oils, 848. 
_ Impact Testing. 
Analysis of Returns on Questionnaire on Activities of Testing Laboratories on 
Impact Testing. Report of Committee E-1, Appendix V, 558. 
Proposed Methods of Impact Testing of Metallic Materials. Report of Com- 
mittee E-1, Appendix IV, 553. 
Résumé of the Facilities and Methods for Making Impact Tests, and Their 
Interpretation. Report of Committee E-1, Anpendix IIT, 546. 
Tentative Methods of Testing Electrical Porcelain, 1010. 
Tentative Methods of Testing Insulating Materials for Resistance to Impact, 
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Insulating Materials. 
Control of Conditions in Acidity Determinations on Cable Papers and a Dis- © 
cussion of Titration Errors. Report of Committee D-9, Appendix I, 461. 
Electrical Insulating Materials. Report of Committee D-9, 441. 7 
Tentative Methods of Test for Surface Resistivity and Volume Resistivity of | 
Solid Insulating Materials, 1059. 
Tentative Methods of Testing Electrical Insulating Oils, 1021. 
Tentative Methods of Testing Electrical Porcelain, 1010. 
: Tentative Methods of Testing Insulating Materials for Resistance to Impact, | 
1056. 
Tentative Methods of Testing Insulating Varnishes, 1002. 
Tentative Methods of Testing Laminated Sheet Insulating Materials, 1052. 
j Tentative Method of Testing Sheet and Tape Insulating Materials for Dielectric 
Strength, 1029, 
Tentative Methods of Testing Untreated Insulating Paper, 1037. 
Tentative Revision of Standard Methods of Testing Molded Insulating Mate- 
rials, 1136. 
Tentative Revision of Standard Methods of Testing Transformer and Switch 
Oils, 1141. 
Tentative Specifications for Tolerances and Test Methods for Electrical Silk and 


Cotton Tapes, 1077. ? 

Iron. 

Corrosion of Iron and Steel. Report of Committee A-5, 124. @ 

Magnetic Properties. Committee A-6, 156. CS 
Preparation of Iron and Steel Surfaces for Painting. Report of Sub-Committce aan = 


XIV, Committee D-1, 341. 
Results from staybolt iron investigation, 119. 
Tentative Methods of Test for Magnetic Properties of Iron and Steel, 675. 


Specifications, 1112. 

Tentative Revision of Standard Methods of Test for Magnetic Properties of 
Iron and Steel, 1113. 

Tentative Revision of Standard Specifications for Lap-Welded and Seamless 
Steel and Lap-Welded Iron Boiler Tubes, 1111. 

Tentative Revision of Standard Specifications for Merchant Bar Iron, 1112. 

Tentative Revision of Standard Specifications for Staybolt, Engine-Bolt and a y 
Extra-Refined Wrought-Iron Bars, 1111. : 

Tentative Revision of Standard Specifications for Welded Wrought-Iron Pipe, 

Tentative Specifications for the Coating on Zinc-Coated (Galvanized) Wire, 664. © 

Tentative Specifications for Zinc-Coated (Galvanized) Iron and Steel Telephone 
and Telegraph Line Wire, 667. 

Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Tie Wires, | 


672. 
Wrought Iron. Report of Committee A-2, 118. ie | 
J 
Joist. 
Tentative Specifications for Structural Joist, Planks, Beams, Stringers and > 
Posts, 906. 
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Keene’s Cement. 
Tentative Specifications for Keene’s Cement, 749. 
Kerosine. 
Tentative Method of Test for Burning Quality of Long-Time Burning Oil for 
Railway Use, 840. 
Tentative Method of Test for Distillation of Gasoline, Naphtha, Kerosine, and 
Similar Petroleum Products, 816. 


Lead. 
‘ Industrial Survey of Conditions Surrounding Refractory Service in the Lead 
a Industry. Report of Committee C-8, Appendix III, 264. 
Lime. 
Lime. Report of Committee C-7, 237. 
Tentative Methods of Chemical Analysis of Limestone, Quicklime and Hydrated 
Lime, 770. 
Tentative Revision of Standard Specifications for Hydrated Lime for Structural 
Purposes, 1126. 
The Effect of Certain Materials in the Finish Coat of Plaster. Report of Com- 
mittee C-7, Appendix I, 241. 
Linseed Oil. 
- Linseed Oil. Report of Sub-Committee V, Committee D-1, 315. 
Tentative Method of Test for Elasticity or Toughness of Varnishes by Means of 
Addition of Linseed Oil, 814. 
Tentative Revision of Standard Specifications for Purity of Raw Linseed Oil 
from North American Seed, 1129. 
Tentative Specifications for Raw Linseed Oil, 788. be 


| 


Loss on Heating. 
Tentative Method of Test for Residue of Specified Penetration, 889. 
Lubricants. 
Crankcase Dilution. Report of Sub-Committee XXV, Committee D-2, 384. 
Petroleum Products and Lubricants. Report of Committee D-2, 358. 
Tentative Method of Analysis of Grease, 825. 
Tentative Method of Test for Neutralization Number of Petroleum Products 
and Lubricants, 852. 
Tentative Method of Test for Penetration of Greases, 834. 


M 
Macadam. 


Tentative Specifications for Asphalt Cement, 60 to 70 Penetration, for Use in 
Sheet Asphalt, Asphaltic Concrete, and Asphalt-Macadam Pavements and 
as Filler for Block Pavements, 864. 
4 Magnetic Analysis. 
7 Magnetic Analysis. Report of Committee A-8, 157. 
J Magnetic Testing. 
Magnetic Properties. Report of Committee A-6, 156. 
Tentative Methods of Test for Magnetic Properties of Iron and Steel, 675. 
Tentative Revision of Standard Methods of Test for Magnetic Properties of 
Tron and Steel, 1113. 
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Malleable Iron. Ay 


Proposed Specifications for Clay Firebrick for Malleable Furnaces with Remov- 
able Bungs and for Annealing Ovens. Report of Committee C-5, Appendix | 
I, 249. sd 

Tentative Revision of Standard Specifications for Malleable Castings, 1112. 


Masonry. 

Tentative Specifications for Heavy Body Coal-Tar or Water-Gas-Tar Protective 
Coating with Solvent Vehicle, for Cold Application, for Damp-Proofing Fe » 
Masonry Structures, 981. 

Tentative Specifications for Light Body Coal-Tar or Water-Gas-Tar Protective 

P Coating with Solvent Vehicle, for Cold Application, for Damp-Proofing _ 
Masonry Structures, 979. 


Mechanical Analysis. 
Tentative Definition of the Term Screen (Sieve), 1091. 
Tentative Method of Test for Fineness of Powdered Coal, 898. 


Metallography. 
Bibliography of scratch-hardness methods as applied to metals, 578. 
Metallography. Report of Committee E-4, 563. Discussion, 590. 

Selection and Preparation of Samples. Report of Sub-Committee I, Com- 
mittee E-4, 565. ; 

Solutions for Carbides, etc., in Alloy Steels, by E. C. Groesbeck. Report of 
Committee E-4, Appendix, 569. 

Tentative Definition of the Term Metallography, 1092. 

Tentative Recommended Practice for Radiographic Testing of Metal Castings, — 
1093. 

Tentative Recommended Practice for the Care of the Eves When Using a Metal- — 
lographic Microscope, 1098. 

Tentative Revision of Standard Definitions of Terms Relating to Metallography, 
1145. 

Tentative Revision of Standard Methods of Metallographic Testing of Non-— 
Ferrous Metals and Alloys, 1142. 

Tentative Revision of Standard Rules Governing the Preparation of Micro- — 
graphs of Metals and Alloys, Including Recommended Practice for Photo- 
graphy as Applied to Metallography, 1145. rs 

X-ray Metallography. Report of Sub-Committee VI, Committee E-4, 581. _ 
Discussion, 590. ; 


Micrographs. 

Tentative Revision of Standard Rules Governing the Preparation of Micro- 
graphs of Metals and Alloys, Including Recommended Practice for Photo- 
graphy as Applied to Metallography, 1145. 

Micro-Hardness. 
Micro-Hardness. Report of Sub-Committee V, Committee E-4, 572. 
Microscopes. 

Tentative Recommended Practice for the Care of the Eyes When Using a Metal- 

lographic Microscope, 1098. 
Mineral Spirits. 
Tentative Specifications for Petroleum Spirits (Mineral Spirits), 793. 
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N 
Naval Stores. 
Naval Stores. Report of Committee D-17, 501. 
“4 q Naphtha. 
Tentative Method of Test for Distillation of Gasoline, Naphtha, Kerosine, and 
Similar Petroleum Products, 816. 
Tentative Method of Test for Sulfur in Naphthas and Illuminating Oils, 848. 


Neutralization Number. 
Neutralization Number and Saponification. Report of Sub-Committee XIII, 
Committee D-2, 381. 


Tentative Method of Test for Neutralization Number of Petroleum Product 
and Lubricants, 852. 


Nomenclature. 
See Definitions of Terms. : 


Oil. 
See also Petroleum Products. 

Crankcase Dilution. Report of Sub-Committee XXV, Committee D-2, 384. 

Directions for Running 50-Hour Test with Funk Sludge Accelerator. Report 
of Sub-Committee XI, Committee D-2, Appendix, 379. 

Linseed Oil. Report of Sub-Committee V, Committee D-1, 315. 

Tentative Method of Test for Burning Quality of Long-Time Burning Oil for 
Railway Use, 840. 

Tentative Method of Test for Burning Quality of Mineral Colza Oil, 844. 

Tentative Method of Test for Distillation of Creosote Oil, 943. 

Tentative Method of Test for Specific Gravity of Road Oils, Road Tars, Asphalt 
Cements and Soft Tar Pitches, 869. 

Tentative Method of Test for Sulfur in Naphthas and Illuminating Oils, 848. 

Tentative Method of Test for Thermal Value of Fuel Oil, 855. 

Tentative Methods of Testing Electrical Insulating Oils, 1021. 

Tentative Revision of Standard Methods of Sampling and Analysis of Creosote 
Oil, 1136. 

Tentative Revision of Standard Methods of Testing Transformer and Switch 
Oils, 1141. 

Tentative Revision of Standard Specifications for Purity of Raw Linseed Oil 
from North American Seed, 1129. 

Tentative Specifications for Raw Linseed Oil, 788. 

Turbine Oils. Report of Sub-Committee XI, Committee D-2, 370. 

Organic Solvents. 

Tentative Method of Test for the Determination of Bitumen, 876. 

Tentative Method of Test for the Determination of Proportion of Bitumen 
Soluble in Carbon Tetrachloride, 879. 

Ounce Metal. ‘ 

Tentative Specifications for Composition Brass or Ounce Metal Sand Castings, 
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Methods of Siig of Paint Materials. Report of Sub-Committee VIII, | 
Committee D-1, 323. 


Physical Properties of Paint Materials. Report of Sub-Committee XVIII, 
Committee D-1, 347. 


XIV, D-1, 
Tentative Revision of Standard Definitions of Terms Relating to Paint Speci- 
fications, 1141. 
Paint Thinners. 
Tentative Specifications for Destructively Distilled Wood Turpentine, 795. 
Tentative Specifications for Petroleum Spirits (Mineral Spirits), 793. 
Paint Vehicles. 
Linseed Oil. Report of Sub-Committee V, Committee D-1, 315. 
Tentative Specifications for Raw Linseed Oil, 788. ; : 
Testing of Paint Vehicles. Report of Sub-Committee III, Committee D-1, 308. 
‘Paper. 
Tentative Methods of Testing Untreated Insulating Paper, 1037. 
Paving Brick. 
Tentative Revision of Standard Specifications for Paving Brick, 1125. 
Penetration. 
Tentative Method of Test for Penetration of Greases, 834. 
Tentative Method of Test for Residue of Specified Penetration, 889. 
Petrolatum. 
Petrolatum. Report of Sub-Committee I, Committee D-2, 366. 
Petroleum Products. 
Petroleum Products and Lubricants. Report of Committee D-2, 358. 
Petroleum Wood Preservatives. Report of Sub-Committee XXVI, Committee 
D-2, 387. 
Tentative Method of Analysis of Grease, 825. 7 
Tentative Method of Test for Distillation of Gasoline, Naphtha, Kerosine, sie 
Similar Petroleum Products, 816. 
Tentative Method of Test for Neutralization Number of Petroleum Products 
and Lubricants, 852. 
Tentative Method of Test for Penetration of Greases, 834. 
Tentative Specifications for Petroleum Spirits (Mineral Spirits), 793. 
Petroleum Spirits. 
Tentative Specifications for Petroleum Spirits (Mineral Spirits), 793. 


Photography. 
Tentative Revision of Standard Rules Governing the Preparation of Micro- 
graphs of Metals and Alloys, Including Recommended Practice for Photo- 
graphy as Applied to Metallography, 1145. 


Pigments. 
Specifications for Pigments Dry and in Oil when Marketed in that Form. 
Report of Sub-Committee XV, Committee D-1, 344. 
Tentative Method of Test for Specific Gravity of Pigments, 811. =o] 
Tentative Specifications for Chrome Yellow, 798. pel 
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Tentative Revision of Standard Specifications for Cement-Concrete Sewer Pipe, 
1124. 

Tentative Revision of Standard Specifications for Welded and Seamless Steel 
Pipe, 1108, 

Tentative Revision of Standard Specifications for Welded Wrought-Iron Pipe, 
1111. 

Tentative Specifications for Forged or Rolled Steel Pipe Flanges for High-Tem- 
perature Service, 642. 

Tentative Specifications for Lap-Welded and Seamless Steel Pipe for High- 

F Temperature Service, 646. 

Pitch. 
Tentative Method of Test for Specific Gravity of Asphalts and Tar Pitches 
Sufficiently Solid to be Handled in Fragments, 872. 

‘ Tentative Method of Test for Specific Gravity of Road Oils, Road Tars, Asphalt 
Cements and Soft Tar Pitches, 869. 

Tentative Specifications for High-Bitumen Coal-Tar Pitch for Use in Construct- 
ing-Built-Up Roofs Surfaced with Slag or Gravel, 977. 

Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Construct- 


ing Built-Up Roofs Surfaced with Slag or Gravel, 975. * 
Planks. 
Tentative Specifications for Structural Joist, Planks, Beams, Stringers and Posts, 
906. 


Plaster. 
Tentative Revision of Standard Specifications for Gypsum Plasters, 1124. 
Tentative Specifications for Gypsum Molding Plaster, 745. 
Tentative Specifications for Gypsum Pottery Plaster, 747. 
The Effect of Certain Materials in the Finish Coat of Plaster. Report of Com- 
mittee C-7, Appendix I, 241. 
Plasticity. 
Consistency, Plasticity, etc. Report of Sub-Committee, Committee E-1, 516. 
Porcelain. 
Tentative Methods of Testing Electrical Porcelain, 1010. 
Posts. 
- Tentative Specifications for Structural Joist, Planks, Beams, Stringers and 
Posts, 906. 
Preservatives. 
Accelerated Tests for Protective Coatings. Report of Sub-Committee VII, 
Committee D-1, 322. 
Petroleum Wood Preservatives. Report of Sub-Committee XXVI, Committee 
D-2, 387. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 303. 


Publications. 


. Papers and Publications. Report of Committee E-6, 592. 


5 Pure Chrome Green. 
Tentative Specifications for Pure Chrome Green, 800, 


Tentative Specifications for Pure Chrome Green, 800. 

Pipe 
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Quicklime. 
See Lime. 


Radiography. 
Glossary of Terms Relating to X-ray Metallography. Report of Committee 
E-4, Appendix, 582. 
Tentative Recommended Practice for Radiographic Testing of Metal Castings, 
1093. 
X-ray Metallography. Report of Sub-Committee VI, Committee E-4, 581. 
Discussion, 590. 


Rails. 
Tentative Revision of Standard Specifications for Carbon Steel Rails, 1103. 
Tentative Revision of Standard Specifications for the Manufacture of Open- 
Hearth Steel Girder Rails of Plain, Grooved and Guard Types, 1103. 
4 Tentative Specifications for Open-Hearth Carbon-Steel Rails, 621. 
Tentative Specifications for the Manufacture of Open-Hearth Steel Girder Rails 
of Plain, Grooved and Guard Types, 626. 


Rayon. 
Tentative Specifications for Tolerances and Test Methods for Rayon, 1071. 


Reduced Chrome Green. 
Tentative Specifications for Reduced Chrome Green, 802. 


Refractive Index. 
Index of Refraction. Report of Committee E-1, Appendix I, 519. 


Refractories. 
Analysis of service conditions in producer-gas fired stationary open- -hearth 
furnace, 274. wd 
Classification of refractories for copper industry, 260. 
Classification of refractories for the lead industry, 267. . 
Industrial Survey of Conditions Surrounding Refractory Service in the aban 
Industry. Report of Committee C-8, Appendix II, 253. 
Industrial Survey of Conditions Surrounding Refractory Service in the Lead 
Industry. Report of Committee C-8, Appendix III, 264. 
Industrial Survey of Open Hearth Practice. Report of Committee C-8, Appen- 
dix IV, 269. 
Proposed Specifications for Clay Firebrick for Malleable Furnaces with Remov - 
able Bungs and for Annealing Ovens. Report of Committee C-8, Appendix 
I, 249. 
Refractories. Report of Committee C-8, 245. 
A Study of the Spalling Test for Fire Clay Brick, by M. C. Booze. Report of 
_ Committee C-8, Appendix V, 277. 
Tentative Method of Test for Resistance of Fire-Clay Brick to Spalling Action, 
784, 
Tentative Revision of Standard Definitions for Clay Refractories, 1128. 


Reinforced Concrete. 
fee Research and Reinforced Concrete as an Engineering Material. Edgar Marburg 


Lecture, by Arthur N. Talbot, 50. 
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Correlation of Research. Report of Committee E-9, 611. 

List of A.S.T.M. Research Projects. Report of Committee E-9, Appendix, 616. 

Research and Reinforced Concrete as an Engineering Material. Edgar Marburg 
Lecture, by Arthur N, Talbot, 50. 


Resistivity. 
Tentative Method of Test for Resistivity of Metallic Materials for Electrical 
Heating, 738. 
’ Tentative Methods of Test for Surface Resistivity and Volume Resistivity of 
Solid Insulating Materials, 1059. 


Rivets. 
Effects of Sulfur on Rivet Steel: Conclusions. Report of the Joint Committee 
on Investigation of the Effect of Phosphorus and Sulfur in Steel, 114. 


Road Materials. 

Road and Paving Materials. Report of Committee D-4, 389. 

Tentative Method of Test for Consistency of Portland-Cement Concrete, 874. 

Tentative Method of Test for Distillation of Bituminous Materials Suitable for 
Road Treatment, 881. 

Tentative Method of Test for Ductility of Bituminous Materials, 886. 

: 7 Tentative Method of Test for Residue of Specified Penetration, 889. 

; Tentative Method of Test for Specific Gravity of Asphalts and Tar Pitches 

Sufficiently Solid to be Handled in Fragments, 872. 

oa Tentative Method of Test for Specific Gravity of Road Oils, Road Tars, Asphalt 

- Cements and Soft Tar Pitches, 869. 

> Tentative Method of Test for the Determination of Bitumen, 876. 

> Tentative Method of Test for the Determination of Proportion of Bitumen 
Soluble in Carbon Tetrachloride, 879. 

‘3 Tentative Methods of Testing Bituminous Emulsions, 894. 
4 Tentative Revision of Standard Method of Test for Distillation of Bituminous 
Materials Suitable for Road Treatment, 1130. 

Tentative Revision of Standard Specifications for Broken Slag for Waterbound 


- ; Base and Wearing Course, 1129. 
; Tentative Revision of Standard Specifications for Shovel-Run or Crusher-Run 
‘ Broken Slag for Waterbound Base, 1129. 
; _ Tentative Specifications for Asphalt Cement, 40 to 50 Penetration, for Use in 
7 Sheet Asphalt and Asphaltic-Concrete Pavements and as Filler for Brick and 


Block Pavements, 860. 
Tentative Specifications for Asphalt Cement, 50 to 60 Penetration, for Use in 
Sheet Asphalt and Asphaltic-Concrete Pavements and as Filler for Block 
Pavements, 862. ‘ 
Tentative Specifications for Asphalt Cement, 60 to 70 Penetration, for Use in 
Sheet Asphalt, Asphaltic Concrete, and Asphalt-Macadam Pavements and 
as Filler for Block Pavements, 864. 
Tentative Specifications for Asphalt Filler for Brick Pavements (Blown Type), 
866. 
: Tentative Specifications for Mineral Filler for Sheet Asphalt and Bituminous 
Concrete Pavements, 868. 
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Tentative Methods of Testing Asphalt Roll-Roofing Surfaced with Fine or 
Granular Talc, Slate-Surfaced Asphalt Roll-Roofing and Slate-Surfaced 
Asphalt Shingles, 992. 

Tentative Specifications for Asphalt Roll-Roofing Surfaced with Granular Talc, 
957. 

Tentative Specifications for Asphalt Roll-Roofing Surfaced with Powdered Talc, 
948. 

Tentative Specifications for Heavy Weight Slate-Surfaced Asphalt Roll-Roofing 
and Heavy Weight Slate-Surfaced Asphalt Shingles, 961. 

_ Tentative Specifications for Slate-Surfaced Asphalt Roll-Roofing and Slate- 
Surfaced Asphalt Shingles, 952. 

Roofing. 

Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 
429. 

Tentative Methods of Testing Asphalt Roll-Roofing Surfaced with Fine or 
Granular Talc, Slate-Surfaced Asphalt Roll-Roofing and Slate-Surfaced 
Asphalt Shingles, 992. 

Tentative Methods of Testing Felted and Woven Fabrics Saturated with 
Bituminous Substances for Use in Waterproofing and Roofing, 983. 

Tentative Specifications for Asphalt Roll-Roofing Surfaced with Granular Talc, 
957. 

Tentative Specifications for Asphalt Roll-Roofing Surfaced with Powdered Talc, 
948. 

Tentative Specifications for Asphalt-Saturated Asbestos Felt for Use in Con- 
structing Built-Up Roofs, 972. 

Tentative Specifications for Asphalt-Saturated Roofing Felt for Use in Water- 
proofing and in Constructing Built-Up Roofs, 966. 

Tentative Specifications for Cold-Tar Saturated Roofing Felt for Use in Water- 
proofing and in Constructing Built-Up Roofs, 969. 

Tentative Specifications for Heavy Weight Slate-Surfaced Asphalt Roll-Roofing 
and Heavy Weight Slate-Surfaced Asphalt Shingles, 961. 

Tentative Specifications for High-Bitumen Coal-Tar Pitch for Use in Construct- 
ing Built-Up Roofs Surfaced with Slag or Gravel, 977. 

Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Construct- 
ing Built-Up Roofs Surfaced with Slag or Gravel, 975. 

Tentative Specifications for Slate-Surfaced Asphalt Roll-Roofing and Slate- 
Surfaced Asphalt Shingles, 952. 


Rubber Products. 
Performance tests for rubber belting, 472. 
Rubber Products. Report of Committee D-11, 470. 


Sand. 


Tentative Definitions of the Terms Sand and Aggregate, 787. 
Tentative Specifications for Concrete Aggregates, 741. 
Saponification. 


Neutralization Number and Saponification. Report of Sub-Committee XIII, 
Committee D-2, 381. 
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Laboratory Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. po 
of Committee D-14, Appendix, 492. 
Screen Wire Cloth. Report of Committee D-14, 487. 
Tentative Definition of the Term Screen (Sieve), 1091. 
Sewer Pipe. 
Tentative Revision of Standard Specifications for Cement-Concrete Sewer Pipe, 
1124, 
Shafting. 
Tentative Specifications for Commercial ae Finished Bar Steels and Cold- 
Finished Shafting, 656. 


Sheet. 
> Report on Testing of Thin Sheet Metals. Report of Committee E-1, Appendix 
, II, 531. Discussion, 561. 
Tentative Methods of Testing Laminated Sheet Insulating Materials, 1052. 
Tentative Method of Testing Sheet and Tape Insulating Materials for Dielectric 
Strength, 1029. 
Tentative Revision of Standard Specifications for High Sheet Brass, 1120. 
Tentative Specifications for Aluminum Sheet, 715. 
Tentative Specifications for Cold-Rolled Strip Steel, 660. | c 
Shellac. 
Tentative Methods of Testing Shellac Varnish, 804. 
Tentative Specifications for Orange Shellac, 796. 
Shingles. 
-- ‘Tentative Methods of Testing Asphalt Roll-Roofing Surfaced with Fine or 
- Granular Talc, Slate-Surfaced Asphalt Roll-Roofing and Slate-Surfaced 
Asphalt Shingles, 992. 
+ q Tentative Specifications for Heavy Weight Slate-Surfaced Asphalt Roll-Roofing 
of and Heavy Weight Slate-Surfaced Asphalt Shingles, 961. 
Tentative Specifications for Slate-Surfaced Asphalt Roll-Roofing and Slate- 
Surfaced Asphalt Shingles, 952. 


Sieves, et” gt 
Tentative Definition of the Term Screen (Sieve), 1091. . -8 fon 
6° 
Silk. 
See also Rayon. 
- Tentative Specifications for Tolerances and Test Methods for Electrical Silk and 


Cotton Tapes, 1077. 
Slag. 

! _ Tentative Revision of Standard Specifications for Broken Slag for Waterbound 
7 Base and Wearing Course, 1129. 
Tentative Revision of Standard Specifications for Shovel-Run or Crusher-Run 

: Broken Slag for Waterbound Base, 1129. 

7 Tentative Specifications for High-Bitumen Coal-Tar Pitch for Use in Construct- 
* ing Built-Up Roofs Surfaced with Slag or Gravel, 977. 
r ,? Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Construct- 
ing Built-Up Roofs Surfaced with Slag or Gravel, 975. 


Slate. 


Slate. Report of Committee D-16, 499. 
_ a Tentative Definition of the Term Slate, 1001. 
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Test. 
: Tentative Method of Test for Consistency of Portland-Cement Concrete, 874. 


A Study of the Spalling Test for Fire Clay Brick, by M. C. Booze. Report of 
Committee C-8, Appendix V, 277. 

Tentative Method of Test for Resistance of Fire-Clay Brick to Spalling Action, . 
784. 


Specific Gravity. 
Tentative Definitions of Terms Relating to Specific Gravity, 1098. 
Tentative Method of Test for Specific Gravity of Asphalts and Tar Pitches _ 
Sufficiently Solid to be Handled in Fragments, 872. 
Tentative Method of Test for Specific Gravity of Pigments, 811. 
Tentative Method of Test for Specific Gravity of Road Oils, Road Tars, Asphalt — 
Cements and Soft Tar Pitches, 869. 
Springs. 
Tentative Revision of Standard Specifications for Carbon-Steel Bars for Railway _ 
Springs, 1103. 
Tentative Revision of Standard Specifications for Carbon-Steel Bars for Railway — 
Springs with Special Silicon Requirements, 1104. 
Tentative Revision of Standard Specifications for Carbon-Steel Bars for Vehicle 
and Automobile Springs, 1104. 
Tentative Revision of Standard Specifications for Chrome-Vanadium-Steel Bars 
for Automobile and Railway Springs, 1105. 
Tentative Revision of Standard Specifications for Elliptical Steel Springs for 
Automobiles, 1106. 
Tentative Revision of Standard Specifications for Silico-Manganese-Steel Bars 
for Automobile and Railway Springs, 1104. 


Staybolts. 
Results from staybolt iron investigation, 119. 


Tentative Revision of Standard Specifications for Staybolt, Engine-Bolt and 

Extra-Refined Wrought-Iron Bars, 1111. 
‘Steel. 

Corrosion of Iron and Steel. Report of Committee A-5, 124. 

Effect of Sulfur on Rivet Steel: Conclusions. Report of the Joint Committee 
on Investigation of the Effect of Phosphorus and Sulfur in Steel, 114. 

Industrial Survey of Open Hearth Practice. Report of Committee C-8, Appen- 
dix IV, 269. 

Magnetic Properties. Report of Committee A-6, 156. 

Preparation of Iron and Steel Surfaces for Painting. Report of Sub-Committee 
XIV, Committee D-1, 341. 

Proposed Revisions in Standards and Tentative Standards for Steel. Report of 
Committee A-1, Appendix, 106. 

Solutions for Carbides, etc., in Alloy Steels, by E. C. Groesbeck. Report of 
Committee E-4, Appendix, 569. 

Steel. Report of Committee A-1, 99. 

Tentative Methods of Test for Magnetic Properties of Iron and Steel, 675. 

Tentative Revision of Recommended Practice for Heat Treatment of Case- 
Hardened Carbon-Steel Objects, 1113. _ 
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Steel (Continued): 
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Tentative Randi of Standard Methods of Test fer Magnetic Properties of Iron 
and Steel, 1113. 

Tentative Revision of Standard Specifications for Boiler and Firebox Steel for 
Stationary Service, 1110. 

Tentative Revision of Standard Specifications for Carbon-Steel and Alloy-Steel 
Forgings, 1106. 

Tentative Revision of Standard Specifications for Carbon-Steel Bars for Rail- 
way Springs, 1103. 

Tentative Revision of Standard Specifications for Carbon-Steel Bars for Railway 
Springs with Special Silicon Requirements, 1104. 

Tentative Revision of Standard Specifications for Carbon-Steel Bars for Vehicle 
and Automobile Springs, 1104. 

Tentative Revision of Standard Specifications for Carbon-Steel Car and Tender 
Axles, 1107. 

Tentative Revision of Standard Specifications for Carbon-Steel Forgings for 
Locomotives, 1106. 

Tentative Revision of Standard Specifications for Carbon-Steel Rails, 1103. 

Tentative Revision of Standard Specifications for Chrome-Vanadium-Steel Bars 
for Automobile and Railway Springs, 1105. 

Tentative Revision of Standard Specifications for Cold-Finished Bessemer Steel 
Automatic Screw Stock, 1110. 

Tentative Revision of Standard Specifications for Cold- Finished Open-Hearth 
Steel Automatic Screw Stock, 1110. 

Tentative Revision of Standard Specifications for Commercial Bar Steels, 1110. 

Tentative Revision of Standard Specifications for Elliptical Steel Springs for 
Automobiles, 1106. 

Tentative Revision of Standard Specifications for Heat Treatment of Case- 
Hardened Carbon-Steel Objects, 1113. 

Tentative Revision of Standard Specifications for Lap-Welded and Seamless 
Steel and Lap-Welded Iron Boiler Tubes, 1111. 

Tentative Revision of Standard Specifications for Quenched-and-Tempered 
Alloy-Steel Axles, Shafts and Other Forgings for Locomotives and Cars, 1107. 

Tentative Revision of Standard Specifications for Quenched-and-Tempered 
Carbon-Steel Axles, Shafts and Other Forgings for Locomotives and Cars, 
1106. 

Tentative Revision of Standard Specifications for Silico-Manganese-Steel Bars 
for Automobile and Railway Springs, 1104. 

Tentative Revision of Standard Specifications for Steel Track Spikes, 1103. 

Tentative Revision of Standard Specifications for the Manufacture of Open- 
Hearth Steel Girder Rails of Plain, Grooved and Guard Types, 1103. 

Tentative Revision of Standard Specifications for Welded and Seamless Steel 
Pipe, 1108. 

Tentative Specifications for Carbon-Steel Castings for Valves, Flanges and 
Fittings for High-Temperature Service, 637. 

Tentative Specifications for Cold-Rolled Strip Steel, 660. 

Tentative Specifications for Commercial Cold-Finished Bar Steels and Cold- 
Finished Shafting, 656. 

Tentative Specifications for Commercial Quality Hot-Rolled Bar Steels, 652. 

Tentative Specifications for Forged ¢ or r Rolled Steel Pipe Flanges for High- -Tem- 

7 perature Service, 642. 
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Steel (Continued): 
Tentative Specifications for Lap-Welded and Seamless Steel Pipe for High- 
Temperature Service, 646. 
Tentative Specifications for Open-Hearth Carbon-Steel Rails, 621. 
Tentative Specifications for Soft Steel Track Spikes, 631. 
Tentative Specifications for Steel Tie Plates, 633. 
Tentative Specifications for the Coating on Zinc-Coated (Galvanized) Wire, 664. 
Tentative Specifications for the Manufacture of Open-Hearth Steel Girder Rails 
of Plain, Grooved and Guard Types, 626. 
Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Telephone 
and Telegraph Line Wire, 667. 
Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Tie Wires, 
672. 


Stone. & 
Tentative Specifications for Concrete Aggregates, 741. _ 


Stringers. 
Tentative Specifications for Structural Joist, Planks, Beams, Stringers and Posts, 
906. 


Strip. 
Tentative Specifications for Cold-Rolled Strip Steel, 660. 
Sulfur. 
Effect of Sulfur on Rivet Steel: Conclusions. Report of the Joint Committee — 
on Investigation of the Effect of Phosphorus and Sulfur in Steel, 114. 
Sulfur Determination and Differentiation. Report of Sub-Committee VII, 
Committee D-2, 367. 
Tentative Method of Test for Sulfur in Naphthas and Illuminating Oils, 848. 
Summary of the Proceedings. 
Summary of the Proceedings of the Tw a -ninth Annual seeds 13. 


Tentative Method of Testing Sheet and Tape Insulating Materials for Dielectric 
Strength, 1029. 


Tentative Specifications for Tolerances and Test Methods for Electrical Silk and 
Cotton Tapes, 1077. 
Tar. 
Tentative Method of Test for Specific Gravity of Asphalts and Tar Pitches 
Sufficiently Solid to be Handled in Fragments, 872. 
7 Tentative Method of Test for Specific Gravity of Road Oils, Road Tars, Asphalt 
Cements and Soft Tar Pitches, 869. 

7 Tentative Specifications for Coal-Tar Saturated Roofing Felt for Use in Water- 
proofing and in Constructing Built-Up Roofs, 969. 

a Tentative Specifications for Heavy Body Coal-Tar or Water-Gas-Tar Protective 
Coating with Solvent Vehicle, for Cold Application, for Damp-Proofing 
Masonry Structures, 981. 

“f Tentative Specifications for High-Bitumen Coal-Tar Pitch for Use in Con- 
structing Built-Up Roofs Surfaced with Slag or Gravel, 977. 
Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Construct- 
ing Built-Up Roofs Surfaced with Slag or Gravel, 975. 
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Tar (Continued): 

Tentative Specifications for Light Body Coal-Tar or Water-Gas-Tar Protective 
Coating with Solvent Vehicle, for Cold Application, for Damp-Proofing 
Masonry Structures, 979. 

Tension Testing. 

Report of Special Sub-Committee on Survey of Tension Tests of Portland 
Cement for 1925. Report of Committee C-1, Appendix, 205. 

Report on Testing of Thin Sheet Metals. Report of Committee E-1, Appendix 
II, 531. Discussion, 561. 

Testing Machines. 

Tentative Method of Verification of Testing Machines by Means of an Elastic 
Calibration Bar, 1086. 

Tentative Revision of Standard Methods of Verification of Testing Machines, 
1141. 

Testing, Methods of. 

Accelerated Tests. Report of Sub-Committee VII, Committee A-5, 144. 

Methods of Testing. Report of Committee E-1, 502. Discussion, 561. 

The Importance of Little Things in the Standardization of Methods of Testing. 
Annual Address by the President, W. H. Fulweiler, 39. 

Textile Materials. 

Proposed General Methods of Testing Textile Fabrics. Report of Committee 
D-13, Appendix, 482. 

Tentative Definitions of Terms Relating to Textile Materials, 1080. 

Tentative Methods of Testing Felted and Woven Fabrics Saturated with 


Bituminous Substances for Use in Waterproofing and Roofing, 983. 
Tentative Specifications for Tolerances and Test Methods for Electrical Silk 
and Cotton Tapes, 1077. 
Tentative Specifications for Tolerances and Test Methods for Rayon, 1071. 
- Textile Materials. Report of Committee D-13, 477. 


Thermal Value. 
Tentative Method of Test for Thermal Value of Fuel Oil, 855. 


Thermometers. 

Specifications for high-distillation thermometer, Method of Test for Distillation 
of Gasoline, Naphtha, Kerosine, and Similar Petroleum Products, 816; also 
Methods of Test for Distillation of Bituminous Materials Suitable for Road 
Treatment, 881; also Method of Test for Distillation of Creosote Oil, 943. 

Specifications for low-distillation thermometer, Method of Test for Distillation 
of Gasoline, Naphtha, Kerosine, and Similar Petroleum Products, 816. 

Specifications for open-cup flash thermometer for residue of specified penetra- 
tion, Method of Test for Residue of Specified Penetration, 889. 

Tie Plates. 

Tentative Specifications for Steel Tie Plates, 633. . &£ s 

‘Tile. 

Drain Tile. Report of Committee C-6, 231. 

Hollow Masonry Building Units. Report of Committee C-10, 285. 

Results of tests of individual side construction hollow tile, 286. 

Summary of compressive tests on reinforced concrete circular culvert pipe, 235. 

Tentative Revision of Standard Specifications for Gypsum Partition Tile or 
Block, 1125. 
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Tile (Continued): 
Tentative Specifications and Tests for Hollow Burned-Clay Fireproofing, Par- 

tition and Furring Tile, 751. 

Tentative Specifications and Tests for Hollow Burned-Clay Floor Tile, 756. 


Timber. 

Designing stresses for timber, developed by the Forest Products Laboratory, 
Specifications for Structural Joist, Planks, Beams, Stringers and Posts, 927. 

Specifications for Timber. Report of Sub-Committee I, Committee D-7, 425. 

Structural grades of lumber and timber and the method of their derivation, 
Specifications for Structural Joist, Planks, Beams, Stringers and Posts, 906. 

_ Tentative Method of Test for Distillation of Creosote Oil, 943. 

Tentative Revision of Standard Methods of Sampling and Analysis of Creosote 
Oil, 1136. 

Tentative Revision of Standard Specifications for Southern Yellow-Pine Timber 
to be Creosoted, 1130. 

Tentative Revision of Standard Specifications for Yellow-Pine Bridge and 
Trestle Timbers, 1130. 

Tentative Specifications for Structural Joist, Planks, Beams, Stringers and 
Posts, 906. 

Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 427. _ 


Timber. Report of Committee D-7, 422. 


Tentative Specifications for Sand Castings of the Alloy: Copper 88 per cent; 
Tin 8 per cent; Zinc 4 per cent, 701. 
Toughness. 
Tentative Method of Test for Elasticity or Toughness of Varnishes by Means of 
Addition of Linseed Oil, 814. 
Track Spikes. 
Tentative Revision of Standard Specifications for Steel Track Spikes, 1103. 
Tentative Specifications for Soft Steel Track Spikes, 631. 
Trolley Wire. 
Tentative Revision of Standard Specifications for High-Strength Bronze Trolley 
Wire, Round and Grooved: 40 and 65-per-cent Conductivity, 1119. 
* 40S Tentative Revision of Standard Specifications for Round and Grooved Hard- 
nt Drawn Copper Trolley Wire, 1118. 
‘Tentative Specifications for Bronze Trolley Wire, 682. 
Tubes. 
Tentative Revision of Standard Specifications for Lap-Welded and Seamless 
Steel and Lap-Welded Iron Boiler Tubes, 1111. 
Tentative Revision of Standard Specifications for Seamless Admiralty Condenser 
Tubes and Ferrule Stock, 1120. 7 
Turpentine. 
ies Tentative Specifications for Destructively Distilled Wood Turpentine, 795. 


Vv 
Valves. 
Tentative Specifications for Carbon-Steel Castings for Valves, Flanges and 
Fittings for High-Temperature Service, 637. ~ 
Tentative Specifications for Steam or Valve Bronze Sand Castings, 705. 


| 
— 
ra 


Varnish. 
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Tentative Method of Test for Elasticity or Toughness of Varnishes by Means of 
Addition of Linseed Oil, 814. Pa | 
Tentative Methods of Testing Insulating Varnishes, 1002. an m 
Tentative Methods of Testing Shellac Varnish, 804. "4 - 
Tentative Revision of Standard Methods of Testing Oleo-Resinous Varnishes, 
1130. 
Varnish. Report of Sub-Committee IX, Committee D-1, 
Vibratory Tests. 
Results from staybolt iron investigation, 119. 
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Waterproofing. 

Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 
429. 

Tentative Method of Test for Steam Distillation of Bituminous Protective 
Coatings, 998. 

Tentative Methods of Testing Asphalt Roll-Roofing Surfaced with Fine or 
Granular Talc, Slate-Surfaced Asphalt Roll-Roofing and Slate-Surfaced 
Asphalt Shingles, 992. 

Tentative Methods of Testing Felted and Woven Fabrics Saturated with 
Bituminous Substances for Use in Waterproofing and Roofing, 983. 

Tentative Specifications for Asphalt Roll-Roofing Surfaced with Granular Talc, 

957. 

Tentative Specifications for Asphalt Roll-Roofing Surfaced with Powdered Talc, 
948. 

Tentative Specifications for Asphalt-Saturated Asbestos Felt for Use in Con- 
structing Built-Up Roofs, 972. 

Tentative Specifications for Asphalt-Saturated Roofing Felt for Use in Water- 
proofing and in Constructing Built-Up Roofs, 966. 

Tentative Specifications for Coal-Tar Saturated Roofing Felt for Use in Water- 
proofing and in Constructing Built-Up Roofs, 969. 

Tentative Specifications for Heavy Body Coal-Tar or Water-Gas-Tar Protective 
Coating with Solvent Vehicle, for Cold Application, for Damp-Proofing 
Masonry Structures, 981. 

Tentative Specification for Heavy Weight Slate-Surfaced Asphalt Roll-Roofing 
and Heavy Weight Slate-Surfaced Asphalt Shingles, 961. 

Tentative Specifications for High-Bitumen Coal-Tar Pitch for Use in Construct- 
ing Built-Up Roofs Surfaced with Slag or Gravel, 977. 

Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Construct- 
ing Built-Up Roofs Surfaced with Slag or Gravel, 975. 

Tentative Specifications for Light Body Coal-Tar or Water-Gas-Tar Protective 
Coating with Solvent Vehicle, for Cold Application, for Damp-Proofing 
Masonry Structures, 979. ' 

Tentative Specifications for Slate-Surfaced Asphalt Roll-Roofing and Slate- 
Surfaced Asphalt Shingles, 952. 


White Metals. 
The Fluidity of White-Metal Bearing Alloys, by E. R. Darby. Report of 
Committee B-2, Appendix III, 186. 
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Wire. 
Copper Wire. Report of Committee B-1, 161. 
Laboratory Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. Report 
of Committee D-14, Appendix, 492. 
Screen Wire Cloth. Report of Committee D-14, 487. 
Tentative Revision of Standard Specifications for Bare Concentric-Lay Copper 
Cable: Hard, Medium-Hard, or Soft, 1118. 
Tentative Revision of Standard Specifications for Electrolytic Copper Wire Bars, 
Cakes, Slabs, Billets, Ingots and Ingot Bars, 1116. 
Tentative Revision of Standard Specifications for Hard-Drawn Copper Wire, 
1117. 
Tentative Revision of Standard Specifications for High-Strength Bronze Trolley 
Wire, Round and Grooved: 40 and 65-per-cent Conductivity, 1119. 
Tentative Revision of Standard Specifications for Lake Copper Wire Bars, Cakes, 
Slabs, Billets, Ingots, and Ingot Bars, 1113. 
Tentative Revision of Standard Specifications for Medium Hard-Drawn Copper 
Wire, 1117. 
Tentative Revision of Standard Specifications for Round and Grooved Hard- 
Drawn Copper Trolley Wire, 1118. 
Tentative Revision of Standard Specifications for Soft or Annealed Copper Wire, 
1118. 
Tentative Specifications for Bronze Trolley Wire, 682. 
Tentative Specifications for Soft Rectangular Copper Wire, 687. 
Tentative Specifications for the Coating on Zinc-Coated (Galvanized) Wire, 664. 
Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Telephone 
and Telegraph Line Wire, 667. 
Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Tie Wires, 


672. 
Wood. 
See Timber. 


Wrought Iron. 

Results from staybolt iron investigation, 119. 

Tentative Revision of Standard Definitions of Terms Relating to Wrought-Iron 
Specifications, 1112. 

Tentative Revision of Standard Specifications for Lap-Welded and Seamless 
Steel and Lap-Welded Iron Boiler Tubes, 1111. 

Tentative Revision of Standard Specifications for Merchant Bar Iron, 1112. 

Tentative Revision of Standard Specifications for Staybolt, Engine-Bolt and 
Extra-Refined Wrought-Iron Bars, 1111. 

Tentative Revision of Standard Specifications for Welded Wrought-Iron Pipe, 
1111. 

Wrought Iron. Report of Committee A-2, 118. 


X-ray. = \ 


Glossary of Terms Relating to X-ray Metallography, by L. W. McKeehan. © 
Report of Sub-Committee VI, Committee E-4, Appendix, 582, 
Tentative Recommended Practice for Radiographic Testing of Metal Castings, 
1093. 
"¢ X-ray Metallography. Report of Sub-Committee VI, Committee E-4, 581. _ 
Discussion, 590. 
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A Proposed Outline for Specifications for Rolled Zinc. Report of Committee 
B-2, Appendix J, 177. 

Specifications for Zinc-Coated Products. Report of Sub-Committee VI, Com- 

mittee A-5, 143. 

Tentative Specifications for Sand Castings of the Alloy: Copper 88 per cent; 
Tin 8 per cent; Zinc 4 per cent, 701. 

Tentative Specifications for the Coating on Zinc-Coated (Galvanized) Wire, 664. 

Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Telephone 
and Telegraph Line Wire, 667. 

Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Tie Wires, 
672. 
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Abrams, D. A. 
Report of Committee C-1, Appendix: Report of Special Sub-Committee on 
Survey of Tension Tests of Portland Cement for 1925, 205. 
Anderson, H. A. 
Report of Committee E-1, Appendix II: Report on Testing of Thin Sheet 
Metals, 531. 
Discussion, 561. 
Anderson, R. P. 
Report of Committee D-2 on Petroleum Products and Lubricants, 358. 
Aston, James. 
Report of Committee A-5 on Corrosion of Iron and Steel, 124. " = 4 ; 
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Report of Committee B-4 on Metallic Materials for Electrical Heating, 196. 
Bassett, W. H. 


Report of Committee D-14 on Screen Wire Cloth, 487. | 
Bates, P. H. 
Discussion, 222. 


Berry, H. C. 
Report of Committee C-7 on Lime, 237. 
Bonney, R. D. 
Report of Sub-Committee V, Committee D-1, on Linseed Oil, 315. 
Booze, M. C. 
Report of Committee C-8, Appendix V: 
Clay Brick, 277. 
Bowles, J. T-B. 
Report of Sub-Committee XI, Committee D-2, on Turbine Oils, 370. - 
Boyd, D. Knickerbacker. 
Report of Committee D-16 on Slate, 499. 
Boynton, H. C. 
Report of Committee E-4 on Metallography, 563. | 
Breyer, F. G. 
Report of Sub-Committee VII, Committee D-1, on Accelerated Tests for Pro- 
tective Coatings, 322. his 
Brown, R. P. 
Report of Committee C-7 on Lime, 237. 
Burgess, G. K. 


Report of the Joint Committee on Investigation of the Effect of Phosphorus 
and Sulfur in Steel, 114. 
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Campbell, William. 
Report of Committee B-2 on Non-Ferrous Metals and Alloys, 166. 

_ _ Report of Sub-Committee I, Committee E-4, on Selection and Preparation of 

Samples, 565. 

Capp, J. A. 

Report of Committee B-1 on Copper Wire, 161. 
Report of Committee E-1 on Methods of Testing, 502. 

Carpenter, A. W. 

Report of Sub-Committee XIV, 'Committee D-1, on Preparation of Iron and 
Steel Surfaces for Painting, 341. 

Chapman, Cloyd M. 7 
Report of Committee C-9 on Concrete and Concrete Aggregates, 281. - 
Report of Committee E-8 on Nomenclature and Definitions, 595. 

Chew, Roger. 

Report of Sub-Committee XXV, Committee D-2, on Crankcase Dilution, 384. 

Church, S. R. 

Report of Sub-Committee VI, Committee D-7, on Timber Preservatives, 427. 

Cole, E. J. 

Report of Sub-Committee IX, Committee D-1, on Varnish, 324. 
Comstock, G. F. 
Report of Committee E-4 on Metallography, 563. 
Cook, K. B. 
Report of Committee D-13 on Textile Materials, 477. 
Cooper, William A. 
- Report of Sub-Committee V, Committee A-5, on Total Immersion Tests, 129. 
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Darby, E. R. 
Report of Committee B-2, Appendix III: Fluidity Tests of White-Metal Bear- 
ing Alloys, 186. 
Dow, A. W. 
_ Report of Sub-Committee, Committee E-1, on Volatility, 512. 


E 
Edwards, W. F. 
Report of Committee D-13 on Textile Materials, 477. 
Emley, W. E. 
Report of Committee C-3 on Brick, 224. | 
4 Report of Committee C-11 on Gypsum, 292. 
Report of Sub-Committee, Committee E-1, on Consistency, Plasticity, etc., 516. 


F 
Fahy, Frank P. 
Report of Committee A-8 on Magnetic Analysis, 157. 
Farmer, F. M. 
Report of Committee D-9 on Electrical Insulating Materials, 441. 
Report of Committee D-11 on Rubber Products, 470. 
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Report of Committee D-5 on Coal and Coke, 412. — 

Force, H. J. 
Report of Committee A-2 on Wrought Iron, 118. . i 

Foster, H. D. 
Report of Committee C-10 on Hollow Masonry Building Units, 285. 

Fulweiler, W. H. 

_ Annual Report of the Executive Committee, 67. 
Report of Committee C-8 on Refractories, 245. 
Report of Committee D-4, Appendix I: Report of Section on Distillation, 397. 
The Importance of Little Things in the Standardization of Methods of Testing. 
Annual Address by the President, 39. 


Gardner, H. A. 
Report of Sub-Committee III, Committee D-1, on Testing of Paint Vehicles, 
308. 
Gardner, H. F. 
Report of Committee C-11, Appendix: Notes on the Chemical and Microscopic 
Determinations of Gypeun and Anhydrite, 296. 
Gibboney, J. H. 
_ Report of Committee A-5 on Corrosion of Iron and Steel, 124. 
Report of Sub-Committee III, Committee A-5, on Inspection of the Fort 
Sheridan, Pittsburgh and Annapolis Tests, 126. 
Grafton, E. H. 
Report of Committee D-11 on Rubber Products, 470. 
Greenman, R. S. 
Addendum to Report of Committee C-1, 218. 
Report of Committee C-1, Appendix: Report of Special Sub-Committee on 
Survey of Tension Tests of Portland Cement for 1925, 205. 
Report of Committee C-1 on Cement 199, 
Discussion, 220. ; 
Groesbeck, E. C. 


Steels, 569. 


a Report of Committees E-4, Appendix: Sites oe Carbides, etc., in Alloy 


H 
Hallett, R. L. 


Report of Committee D-1 on Preservative Coatings for Structural Materials, 
303. 


Harvey, Dean. 
Report of Committee B-4 on Metallic Materials for Electrical Heating, 196. 
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